
1.14 Build 16070611 N/A

AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T,

AWK-3121-M12-US, AWK-3121-M12-EU, AWK-3121-M12-JP,

AWK-3121-M12-US-T, AWK-3121-M12-EU-T, AWK-3121-M12-JP-T,

AWK-3121-SSC-US, AWK-3121-SSC-EU, AWK-3121-SSC-JP,

AWK-3121-SSC-US-T, AWK-3121-SSC-EU-T, AWK-3121-SSC-JP-T

N/A N/A N/A N/A N/A

1.13 Build 16060618 N/A

AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T,

AWK-3121-M12-US, AWK-3121-M12-EU, AWK-3121-M12-JP,

AWK-3121-M12-US-T, AWK-3121-M12-EU-T, AWK-3121-M12-JP-T,

AWK-3121-SSC-US, AWK-3121-SSC-EU, AWK-3121-SSC-JP,

AWK-3121-SSC-US-T, AWK-3121-SSC-EU-T, AWK-3121-SSC-JP-T

N/A N/A N/A N/A N/A

1.12 Build 15121611 N/A

AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T,

AWK-3121-M12-US, AWK-3121-M12-EU, AWK-3121-M12-JP,

AWK-3121-M12-US-T, AWK-3121-M12-EU-T, AWK-3121-M12-JP-T,

AWK-3121-SSC-US, AWK-3121-SSC-EU, AWK-3121-SSC-JP,

AWK-3121-SSC-US-T, AWK-3121-SSC-EU-T, AWK-3121-SSC-JP-T

N/A N/A N/A N/A N/A

V1.11 Build 15030917 N/A

AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T,

AWK-3121-M12-US, AWK-3121-M12-EU, AWK-3121-M12-JP,

AWK-3121-M12-US-T, AWK-3121-M12-EU-T, AWK-3121-M12-JP-T,

AWK-3121-SSC-US, AWK-3121-SSC-EU, AWK-3121-SSC-JP,

AWK-3121-SSC-US-T, AWK-3121-SSC-EU-T, AWK-3121-SSC-JP-T

N/A N/A N/A N/A
1. ETSI EN 300 328 Certification Update from

v1.7.1 to v1.8.1

V1.10 Build 13082217 N/A

AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T,

AWK-3121-M12-US, AWK-3121-M12-EU, AWK-3121-M12-JP,

AWK-3121-M12-US-T, AWK-3121-M12-EU-T, AWK-3121-M12-JP-T,

AWK-3121-SSC-US, AWK-3121-SSC-EU, AWK-3121-SSC-JP,

AWK-3121-SSC-US-T, AWK-3121-SSC-EU-T, AWK-3121-SSC-JP-T

N/A N/A N/A N/A N/A

V1.9 Build 11101416 N/A

AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T,

AWK-3121-M12-US, AWK-3121-M12-EU, AWK-3121-M12-JP,

AWK-3121-M12-US-T, AWK-3121-M12-EU-T, AWK-3121-M12-JP-T,

AWK-3121-SSC-US, AWK-3121-SSC-EU, AWK-3121-SSC-JP,

AWK-3121-SSC-US-T, AWK-3121-SSC-EU-T, AWK-3121-SSC-JP-T

1. Fixed flash write failure case. V1.9 fixed this

issue, and due to this reason, we prevent firmware

from downgrading to older versions.

N/A N/A N/A N/A

V1.8 Build 11071214 N/A

AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T,

AWK-3121-M12-US, AWK-3121-M12-EU, AWK-3121-M12-JP,

AWK-3121-M12-US-T, AWK-3121-M12-EU-T, AWK-3121-M12-JP-T,

AWK-3121-SSC-US, AWK-3121-SSC-EU, AWK-3121-SSC-JP,

AWK-3121-SSC-US-T, AWK-3121-SSC-EU-T, AWK-3121-SSC-JP-T

N/A N/A N/A

1. This MIB file release is for version number

synchronization, MIB structure is exactly as same as

V1.7

N/A

V1.7 Build 10090618 N/A
AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T
N/A N/A N/A N/A N/A

V1.6 Build 10080518 N/A
AWK-3121-EU, AWK-3121-US, AWK-3121-JP,

AWK-3121-US-T, AWK-3121-EU-T, AWK-3121-JP-T
N/A

1. Remove password-related configs from private

MIB.
N/A N/A N/A
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