
SW Release Note

Software Name:

1.4 Build 14120517 N/A

AWK-3131-US, AWK-3131-EU, AWK-

3131-JP

AWK-3131-US-T, AWK-3131-EU-T,

AWK-3131-JP-T

AWK-3131-M12-US, AWK-3131-M12-

EU, AWK-3131-M12-JP

AWK-3131-M12-US-T, AWK-3131-

M12-EU-T, AWK-3131-M12-JP-T

AWK-4131-M12-US-T, AWK-4131-

M12-EU-T, AWK-4131-M12-JP-T

N/A N/A N/A N/A

1. ETSI EN 300

328

Certification

Update from

v1.7.1 to v1.8.1

1.3 Build 14012016 N/A

AWK-3131-US, AWK-3131-EU, AWK-

3131-JP

AWK-3131-US-T, AWK-3131-EU-T,

AWK-3131-JP-T

AWK-3131-M12-US, AWK-3131-M12-

EU, AWK-3131-M12-JP

AWK-3131-M12-US-T, AWK-3131-

M12-EU-T, AWK-3131-M12-JP-T

AWK-4131-M12-US-T, AWK-4131-

M12-EU-T, AWK-4131-M12-JP-T

1. Added RSSI report events

object:  systemLogRssiReport,

sysLogRssiReport

1. Change Wireless Operation

Mode order from [ master(1),

slave(2), ap(3), client(4),

disable(5)] to [ap(1), client(2),

master(3), slave(4), disable(5)]

2. Change device trap name

from small letter to Capital

Letter.

3. Change Transmission

distance from 500~11000 to

500 ~ 2500.

1. Improves Turbo Roaming:

turboRoamingTable, turboRoamingEntry,

TurboRoamingEntry, turboRoamingIndex,

turboRoamingEnable,

turboRoamingChannelA1,

turboRoamingChannelA2,

turboRoamingChannelA3,

turboRoamingChannelB1,

turboRoamingChannelB2,

turboRoamingChannelB3,

turboRoamingChannelG1,

1.  devTxPowerdBm description.
N/A

AWK-3131-US, AWK-3131-EU, AWK-

3131-JP

Change(s) Enhancement(s) Bug(s) Fixed

AWK-3131/4131 MIB File

Additional
Note(s)

Version No. Build Code Supported OS Apply to (full model name) New Feature(s)

1.2 Build 13032715 N/A

3131-JP

AWK-3131-US-T, AWK-3131-EU-T,

AWK-3131-JP-T

AWK-3131-M12-US, AWK-3131-M12-

EU, AWK-3131-M12-JP

AWK-3131-M12-US-T, AWK-3131-

M12-EU-T, AWK-3131-M12-JP-T

AWK-4131-M12-US-T, AWK-4131-

M12-EU-T, AWK-4131-M12-JP-T

1. Objects added:

devTxPowerdBm,

stormProtectionLoopDetection

ne.

1. Terms capitalized: AWK-

3131/AWK-4131, Multicast

Rate.

2. Objects removed:

devTXpower, devTxEnhance.

N/A N/A N/A

1.1 Build 11101802 N/A

AWK-3131-US, AWK-3131-EU, AWK-

3131-JP

AWK-3131-US-T, AWK-3131-EU-T,

AWK-3131-JP-T

AWK-3131-M12-US, AWK-3131-M12-

EU, AWK-3131-M12-JP

AWK-3131-M12-US-T, AWK-3131-

M12-EU-T, AWK-3131-M12-JP-T

AWK-4131-M12-US-T, AWK-4131-

M12-EU-T, AWK-4131-M12-JP-T

1. Object added:

devTxAntenna.
N/A N/A N/A N/A
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1.0 Build 11041314 N/A

AWK-3131-US, AWK-3131-EU, AWK-

3131-JP

AWK-3131-US-T, AWK-3131-EU-T,

AWK-3131-JP-T

AWK-3131-M12-US, AWK-3131-M12-

EU, AWK-3131-M12-JP

AWK-3131-M12-US-T, AWK-3131-

M12-EU-T, AWK-3131-M12-JP-T

AWK-4131-M12-US-T, AWK-4131-

M12-EU-T, AWK-4131-M12-JP-T

1. First Release N/A N/A N/A N/A
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