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Command Modes

CLI (Command Line Interface)

The CLI (command line interface) for Moxa switches can be accessed through either the serial console or Telnet
console. For either type of connection, access to the command line interface is generally referred to as an EXEC
session.

Configuring a Switch to CLI Mode

The default configuration mode for both the serial console and Telnet console is MENU mode. To change the
Moxa switch to CLI configuration mode, Login Mode from Basic Settings and then press y to activate the

change. You will then be able to view the CLI display in the console. (Note that the default login user name is
admin, without a password.)

1. Select Basic Settings.

: 3 minism.
Set up AN by 802. ] T ~t-based VLAN.
Enabl ulti Fi g capabilit

i k traffic.

r Mirror port, LLDP.

Switch EDS-4

[System 5: 551 [Port] [Ne :
[Backup i : - : fault] [Upgrade] [Activate]
[Main me

Toge

ESC: Previous menu Enter: Select
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3. Press y to activate.

witch EDS-4

[Port]
fault]

Enter: Select

4. Now log in to access CLI display mode.

After changing to CLI mode, CLI mode will be the default setting for the next reboot.

Basic Operation

The CLI is organized in different configuration levels. When you first enter CLI mode, type ? to view a quick help
panel that shows the basic commands of the first configuration level. Type any of the commands shown on the

screen to access the next configuration level. The quick help panel, accessed from any level by typing ?, is a
useful tool for understanding the commands in any level.

EDS-4 o 0 build 11

mmand
nmand

-mation

—T(config)# exit

3C-T# I

1-2
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Useful Interactive “"Help” Features

The CLI includes several types of interactive commands. The Help commands are listed in the following table:

Command

Purpose

?

Provides a brief description of the Help feature in any command level.

Partial command?

Provides a list of commands that begin with the character string (no space

between the command and the question mark).

Partial command<Tab>

Completes a partial command name (no space between the command and

<Tab>).

Command ?

Lists the keywords, arguments, or both associated with the command (type a

space between the command and the question mark).

Command

keyword ?

Lists the arguments that are associated with the keyword (type a space between

the keyword and the question mark).

Understanding All Commands

To understand all the details of the commands supported in the CLI of Moxa switches, refer to the following

table.

Mode Access Method Prompt Exit Method About This Mode

User EXEC Begin a session with | Switch> Enter exit or quit. Use this mode to display
your switch and system information.
login with user.

Privileged EXEC Begin a session with | Switch# Enter exit or quit. Use this mode to verify
your switch and commands that you have
login with admin. entered.

Global While in privileged | Switch(config)# To exit to privileged EXEC | Use this mode to

configuration

EXEC mode, enter
the configure
command.

mode, enter exit or press
Ctrl-Z.

configure parameters that
apply to the entire switch.

Redundancy
configuration

From global
configuration mode,
enter the

Switch(config-rdnt)#

To exit to privileged EXEC
mode, press Ctrl-Z.
To exit to global

Use this mode to
configure Turbo Ring
V1/V2, Turbo Chain, and

redundancy configuration mode, enter | Spanning Tree
command. the exit command. parameters.
Interface From global Switch(config-if)# To exit to privileged EXEC

configuration

configuration mode,
specify an interface
by entering the
interface command
followed by an
interface
identification.

mode, press Ctrl-Z.

To exit to global
configuration mode, enter
the exit command.

Router
configuration

From global
configuration mode,
specify a protocol by
entering the router
command.

Switch(config-rip) #
Switch(config-ospf)#

To exit to privileged EXEC
mode, press Ctrl-Z.

To exit to global
configuration mode, enter
the exit command.

1-3




2

Commands

access-ip

Use access-ip in the VLAN configuration command as to restrict access to the switch to specified IP addresses.
Use the no form of this command to disable this feature or to remove the IP addresses from access list.
Commands

access-ip [ip-address netmask]
no access-ip [ip-address netmask]

Syntax access-ip Enable the accessible IP list
Description ip-address IP address
netmask IP netmask
Defaults The feature is disabled by default.
Command VLAN configuration as management VLAN
Modes
Usage This feature will take effect when the access-ip command is executed.
Guidelines
Exanqmes PT-7828 (config)# interface mgmt
PT-7828 (config-vlan) # access-ip 10.10.10.10 255.255.255.0
<IPV4ADDR:ipaddr> - IP address
<IPV4ADDR:netmask> - IP netmask
PT-7828 (config-vlan)# access-ip
Error IP or netmask invalid
messages Access IP list full
Related show interface mgmt access-ip
commands

acl id

NOTE

The command is supported only in Layer 3 switches

Use acl id interface configuration commands on the switch to attach ACL to the port. Use the no form of this
command to return to the default setting.

Commands
acl id { in | out}
no acl id
Syntax acl Configure access control list
Description id The access list ID
in Inbound traffic
out Outbound traffic
Defaults N/A
Command Interface configuration
Modes
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Usage N/A

Guidelines

Examples PT-7828 (config-if)# acl 10 in
PT-7828 (config-if)# no acl 10

Error Invalid ID!

messages

Related

commands

acl id ip-base

NOTE

The command is supported only in Layer 3 switches

Use the acl id ip-base global configuration commands on the switch to create an IP-base ACL and add rules.
Use the no form of this command to remove the rule.

Commands

acl id ip-base { permit | deny } srcip [ dstip] [ protocol ] [ port ]

acl id ip-base name name_str

no acl id

no acl id rule ruleindex

Syntax acl Configure access control list
Description Id Set ACL ID
ip-base IP-base ACL
permit Forward packets
deny Drop packets
srcip Set source IP address and subnet mask. Ex: 192.168.1.1/255.255.255.0 or
192.168.127.1
dstip Set destination IP address and subnet mask. Ex: 192.168.1.1/255.255.255.0
or 192.168.127.1
protocol Set protocol number, Ex: ICMP, TCP, UDP, etc.
port Set TCP/UDP port number
name_str ACL name
Defaults N/A
Command Global configuration
Modes
Usage The ACLID is 1 ~ 16.
Guidelines
Examples PT-7828 (config)# acl 8 ip-base permit 172.3.1.1/255.255.255.0
201.16.9.7/255.255.0.0 6 23
Error Invalid ID!
messages This ID is used by MAC-base ACL!
Invalid IP address format!
Invalid subnet mask format!
Related
commands

2-2
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acl id mac-base

NOTE

The command is supported only in Layer 3 switches

Use the acl id mac-base global configuration commands on the switch to create an MAC-base ACL and add
rules. Use the no form of this command to remove the rule.

Commands

acl id mac-base { permit | deny } srcmac [ dstmac] [ ethertype ] [ vid ]

acl id mac-base name name_str

no acl id

no acl id rule ruleindex

Syntax Acl Configure access control list
Description Id Set ACL ID
mac-base MAC-base ACL
permit Forward packets
Deny Drop packets
srcmac Set source MAC address and MAC mask. Ex:
00:90:E8:1D:24:23/FF:FF:FF:FF:00:00 or 00:90:E8:1D:24:23
dstmac Set destination IP address and subnet mask. Ex:
192.168.1.1/255.255.255.0 or 192.168.127.1
ethertype Set ether type
Vid Set VLAN ID
name_str ACL name
Defaults N/A
Command Global configuration
Modes
Usage The ACLID is 1 ~ 100.
Guidelines
Examples PT-7828 (config)# acl 10 mac-base deny 00:11:22:33:44:55/ff:ff:££:00:00:00

aa:bb:cc:dd:ee:ff/£ff:££:00:00:00:00 2048 10

Error messages

Invalid ID!

This ID is used by IP-base ACL!

Invalid MAC address format!

Invalid MAC mask format!

Related
commands

area

Use the area command in Router configuration mode as OSPF to add an OSPF area and configure its type. Use
the no form of this command to remove the area.

Commands

area area-id [ { stub | nssa } metric value ]

no area area-id

Syntax area Configure OSPF Area

Description area-id OSPF Area id, format is ip address
stub Configure OSPF area type to stub
nssa Configure OSPF area type to NSSA
metric Configure OSPF area metric
value Metric value ( 1 to 65535)

Defaults N/A
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Commands

Command Router configuration mode as OSPF
Modes

Usage Metric value: 1 to 65535

Guidelines

Examples PT-7828 (config-ospf)# area 2.2.2.2

PT-7828 (config-ospf)# area 2.2.2.2 stub metric 4
PT-7828 (config-ospf)# area 2.2.2.2 nssa metric 4

Error messages | Configuration Error!!

Metric value error (1 to 65535)!!

Related
commands

show ip ospf

darea range

To consolidate and summarize routes at an area boundary, use the area range command in router

configuration mode. To disable this function, use the no form of this command.

Commands

area area-id range ip-address netmask
no area area-id range ip-address netmask

Commands area Configure OSPF Area
area-id OSPF Area id, format is ip address
range Specify an address range for route aggregation
ip-address E.g., 11.22.33.44
netmask E.g., 255.255.255.0
Defaults N/A
Command Router configuration mode as OSPF
Modes
Usage N/A
Guidelines
Examples PT-7828 (config-ospf)# area 1.1.1.1 range 192.0.0.0 255.0.0.0
Error messages | Configuration Error!!
IP Prefix format Error!!
Netmask format Error!!
IP format Error!!
Related show ip ospf
commands

area virtual-link

Use the area virtual-link command in Router configuration mode as OSPF to add an OSPF virtual link. Use the
no form of this command to remove the specified OSPF virtual link.

Commands

area area-id virtual-link router-id

no area area-id virtual-link router-id

Syntax area Configure OSPF Area
Description area-id OSPF Area id
virtual-link Establish a virtual link
router-id Neighbor Router ID
Defaults N/A
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Command Router configuration mode as OSPF

Modes

Usage N/A

Guidelines

Examples PT-7828 (config-ospf)# area 1.1.1.1 virtual-link 0.0.0.0
Error messages | Configuration Error!!

Related show ip ospf

commands

auth tacacs+

Use the auth tacacs+ global configuration command on the switch to enable TACACS+ authentication. Use
the no form of this command to return to the default setting.
Commands

auth tacacs+
no auth tacacs+

Syntax auth Configure authentication mechanism
Description tacacs+ TACACS+ authentication
Defaults The default setting is disabled.

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # auth tacacs+

Error N/A

messages

Related show auth tacacs+

commands

auth tacacs+ auth-type

Use the auth tacacs+ auth-type global configuration command on the switch to specify the type of TACACS+
authentication. Use the no form of this command to return to the default setting.
Commands

auth tacacs+ auth-type { ascii | pap | chap | arap | mschap }
no auth tacacs+ auth-type

Syntax auth Configure authentication mechanism
Description tacacs+ TACACS+ authentication
auth-type Specify the authentication type
ascii Normal ASCII code authentication
pap Password Authentication Protocol
chap Challenge-handshake authentication protocol
arap AppleTalk Remote Access Protocol
mschap Microsoft Challenge-handshake authentication protocol
Defaults Default type is ASCII code authentication
Command Global configuration
Modes
Usage To enable the TACACS+ authentication, the command “auth tacacs+"” must be executed first.
Guidelines
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Examples PT-7828 (config) # auth tacacs+ auth-type
ascii - Normal ASCII code authentication
pap - Password Authentication Protocol
chap - Challenge-handshake authentication protocol
arap - AppleTalk Remote Access Protocol
mschap - Microsoft Challenge-handshake authentication protocol
Error N/A
messages
Related auth tacacs+
commands show auth tacacs+

auth tacacs+ server

Use the auth tacacs+ server global configuration command on the switch to set the TACACS+ authentication

server address and the shared key information. Use the no form of this command to remove the settings.

Commands

auth tacacs+ server server-address shared-key key [timeout seconds]

no auth tacacs+ server

Syntax auth Configure authentication mechanism
Description tacacs+ TACACS+ authentication
server TACACS+ authentication server
server-address Authentication server address
shared-key Configure the shared key
key Key string, max 15 characters
timeout Configure server timeout
seconds 1 to 255 sec.
Defaults Default timeout is 30 seconds
Default tacacs+ server port is 49
Command Global configuration
Modes
Usage To enable the TACACS+ authentication, the command “auth tacacs+"” must be executed first.
Guidelines
Examples PT-7828 (config)# auth tacacs+ server
<STRING:auth_server> - Authentication server address
PT-7828 (config)# auth tacacs+ server tacacs.server.moxa.com
shared-key - Configure the shared key
PT-7828 (config)# auth tacacs+ server tacacs.server.moxa.com shared-key
<STRING:key> - Key string, max 15 characters
PT-7828 (config) # auth tacacs+ server tacacs.server.moxa.com shared-key 1234
<LF>
timeout - Configure server timeout
PT-7828 (config)# auth tacacs+ server tacacs.server.moxa.com shared-key 1234
timeout
<UINT:seconds> - 1 to 255 sec.
PT-7828 (config)# auth tacacs+ server tacacs.server.moxa.com shared-key 1234
timeout 200
Error Timeout value must be in the range from 1 to 255 seconds
messages Invalid IP protocol port
Related auth tacacs+
commands show auth tacacs+
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auto-backup

Use auto-backup to enable Auto load system configurations when the system boots up. To disable it, use the
no form of this command.
Commands

auto-backup
no auto-backup

Syntax auto-backup Use auto backup configurator to restore configuration
Description

Defaults Auto-backup configuration is enabled by default.

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828# configure terminal

PT-7828 (config) # auto-backup
PT-7828 (config)# no au
auto-backup - Deactive auto-backup configurator

PT-7828 (config) # no auto-backup

Error N/A
messages

Related N/A
commands

bind vian

Use the bind vlan configuration command on the switch to bind the management address with a specified
VLAN ID. Use the no form of this command to return to the default.

Commands

bind vlan VLAN-ID

Syntax bind Bind VLAN as management VLAN
Description vian VLAN parameters

VLAN-ID 1 to 4094
Defaults Default management VLAN ID is 1
Command VLAN configuration mode as management VLAN
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# interface mgmt

PT-7828 (config-vlan)# bind vlan

<UINT:vlanid> - 1 to 4094

Error L3 interface cannot be assigned as management interface
messages VLAN id is out of range!
Related show interfaces mgmt

commands
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clear counters

Use the clear counters user EXEC command on the switch to clear the switch’s statistics counters.

Commands

clear counters

Syntax clear Clear information
Description counters Clear statistic counters
Defaults N/A
Command Privileged
Modes
Usage N/A
Guidelines
Examples PT-7828# clear
counters - Clear statistic counters
Error N/A
messages
Related show interfaces counters
commands

clear logging event-log

Use the clear logging event-log user EXEC command on the switch to clear the system log of the switch.

Commands

clear logging event-log

Syntax clear Clear information
Description logging System event logs
event-log System event logs
Defaults N/A
Command Privileged
Modes
Usage N/A
Guidelines
Examples PT-7828# clear
logging - System event logs

PT-78284% clear logging

event-log - System event logs
Error N/A
messages
Related show logging
commands

clock set

Use the clock set global configuration command on the switch to set the current switch time.

Commands

clock set hh:mm:ss month day year

Syntax clock Configure time-of-day clock
Description set Adjust the clock
hh:mm:ss hh:mm:ss

2-8



Moxa Command Line Interface (FW_4.x) Commands

month 1to12
day 1to31
year 2000 to 2037

Defaults N/A

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# clock set 11:11:11 1 1 2010

Error Illegal parameters!

messages

Related show clock

commands

clock summer-time

Use the clock summer-time global configuration command on the switch to enable the daylight saving time
offset and set the apply duration. Use the no form of this command to disable it.

Commands

clock summer-time start-date month week day hour
clock summer-time end-date month week day hour
clock summer-time offset offset-hour

Syntax clock Configure time-of-day clock
Description summer-time Configure Summer time parameter
start-date The date when summer time offset start
end-date The date when summer time offset end
month From ‘Jan’, ‘January’ or ‘1’ to ‘Dec’, ‘December’, or ‘12’
week From ‘1st’ or ‘1’ to ‘Last’ or ‘6’
day From ‘Sun’, ‘Sunday’ or ‘1’ to ‘Sat’, ‘Saturday’ or ‘7’
hour 0 to 23
offset Summer time offset
offset-hour 1to12
Defaults N/A
Command Global configuration
Modes
Usage When configuring the summer time offset, the start-date and end-date must be configured
Guidelines correctly first.
Examples PT-7828 (config)# clock timezon gmt -4
Error Invalid parameter
messages Month must be configured as ‘Jan’, ‘January’ or a numerical ‘1"
Week must be configured as ‘1st’, ‘2nd’, ‘3rd’, ‘4th’, ‘5th’ or ‘Last’
Day must be configured as ‘Sun’, ‘Sunday’ or a numerical ‘1’
Hour must be in the range from 0 to 23.
Please input the correct start/end date of the summer time first!
Hour offset is out of range.
Related show clock
commands
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Commands

clock timezone

Use the clock timezone global configuration command on the switch to set the current time zone.

Commands

clock timezone gmt offset-hour

Syntax clock Configure time-of-day clock

Description timezone Time zone hour shifting
gmt Greenwich Mean Time
offset-hour -12 to 12
Half an hour Only type 30

Defaults N/A

Command Global configuration

Modes

Usage N/A

Guidelines

Examples EDS-G516E (config) # clock timezone gmt 5 30

Error This timezone doesn’t support half an hour

messages

Related show clock

commands

copy

Use the copy privileged command on the switch to copy an image or configuration file from a remote server to

the Flash memory or copy the running configuration, startup configuration, or event log to a remote server via

TFTP.

Commands

copy tftp device-firmware
copy tftp running-config
copy {running-config|event-log|startup-config} tftp [tftp-address]

Syntax copy Copy from one file to another
Description tftp Remote server through TFTP
device-firmware |System firmware
running-config Current running configuration of system
startup-config System startup configuration
event-log Event log file
tftp-address TFTP address. E.g., tftp://192.168.127.1/abc.txt
Defaults N/A
Command Privileged EXEC
Modes
Usage N/A
Guidelines
Examples PT-78284% copy tftp
device-firmware - System firmware
running-config - Current running configuration of system
PT-78284% copy tftp running-config
Address or name of remote host [192.168.127.1]2 192.168.127.95
Source file name ? cli.ini
Save import config to flash ? [Y/n]
Saving configuration ...Success
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Error Input error

messages Invalid TFTP Server IP/Name !!!

TFTP Configuration File Download Failed

Invalid Config Files Path and Name !!!

Invalid Firmware Files Path and Name !!!

TFTP Firmware Download Failed !!!

TFTP Configuration File Upload Failed !!!

TFTP Log File Upload Failed !!!

Related N/A
commands

dotlx auth

Use the dot1x auth global configuration command to set dot1x authentication type and relative
configurations.

Commands

dotlx auth local

dotlx auth radius server server port port shared-key string
dotlx auth radius-local server server port port shared-key string

Syntax dotlx 802.1x setting
Description auth 802.1x auth type
local 802.1x authentication uses local database
radius 802.1x authentication uses radius server
radius-local 802.1x authentication uses both local and radius server
server 802.1x radius server name/ip
server 802.1x radius server name/ip string
port 802.1x radius server port
port 802.1x radius server port (default 1812)
shared-key 802.1x Shared Key
string Shared Key string
Defaults 802.1x local authentication
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# dotlx auth local
PT-7828 (config) # dotlx auth radius server moxanet port 1812 shared-key moxa
PT-7828 (config) # dotlx auth radius-local server moxanet port 1812 shared-key moxa
Error messages | Local Database is Full !!!
Invalid User Name !!!
Invalid User Password !!!
Invalid User Description !!!
Related show dot1x
commands
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Commands

dotlx auth

Use thedot1x auth interface configuration command on the switch to enable port 802.1x authenticate. Use the

no form of this command to return to the default setting.

Commands

dotlx auth

no dotlx auth

Syntax dotlx 802.1x setting

Description auth 802.1x port authentication enable/disable
Defaults 802.1x port authentication default disable
Command interface configuration

Modes

Usage N/A

Guidelines

Exanqmes PT-7828 (config) # interface ethernet 1/1

PT-7828 (config-if)# dotlx auth
PT-7828 (config-if) # no dotlx auth

Error messages |N/A

dotlx local-userdb

To add 802.1x local user database, use thedotlx local-userdb global configuration command. To remove the

user database, use the no form of this command.

Commands

dotlx local-userdb username user password password [desc description ]
no dotlx local-userdb username user

Syntax dotlx 802.1x setting
Description local-userdb Local user settings
username Local user
user Local user name (max. 30 characters)
password Local user password
password Local user password (max. 16 characters)
desc User description
description Description string
Defaults N/A
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# dotlx local-userdb username moxa password moxanet
PT-7828 (config)# no dotlx local-userdb username moxa
Error messages | Local Database is Full !!!
Invalid User Name !!!
Invalid User Password !!!
Invalid User Description !!!
Related show dotlx local-userdb
commands
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Commands

dotlx reauth

Use thedot1x reauth global configuration command on the switch to globally enable periodic

re-authentication of the client. Use the no form of this command to return to the default setting.

Commands

dotlx reauth [period period]
no dotlx reauth [period period]

Syntax dotlx 802.1x setting
Description reauth 802.1x reauth enable
period 802.1x reauth period
period 60 to 65535 seconds
Defaults 802.1x reauth default enable and period 3600 seconds
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # dotlx reauth period 3600

PT-7828 (config) # no dotlx reauth

Error messages |Invalid Re-Auth Period!!! Must not be smaller than 65535 or greater than 60

Related show dotlx
commands

dotlx reauth

Use thedotlx reauth interface configuration command on the switch to trigger port 802.1x re-authenticate

immediately.

Commands

dotlx reauth

Syntax dotix 802.1x setting

Description reauth 802.1x port re-authenticate immediately
Defaults N/A

Command interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# interface ethernet 1/1

PT-7828 (config-if) # dotlx reauth

Error messages | N/A

Related N/A
commands

dip-switch

Use the dip-switch command to disable/enable HW dip-switch function.

Commands
dip-switch
Syntax disable Disable HW dip-switch function.
Description enable Enable HW dip-switch function.
mode turbo-ring-v1 set dip-switch function as turbo-ring-v1.
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PT-7828 (config-if)# dip-switch mode turbo-ring-vl

mode turbo-ring-v2 | set dip-switch function as turbo-ring-v2.
Defaults 1.Enable dip-switch. 2.set to turbo-ring-v2.
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# dip-switch disable

Error messages | N/A

Related N/A
commands

eip

Use the eip command to disable/enable Ethernet/IP support.

Commands

eip

no eip

Syntax eip Enable Ethernet/IP
Description

Defaults Default is disable
Command Global configuration
Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # eip
Error messages |N/A

Related show eip

commands

email-warning account

Use email-warning account to configure the account and the password to log in to the remote Mail Server.

To clear the setting, use the no form of this command.

Commands

email-warning account name password
no email-warning account

Syntax email-warning Email warning setting

Description account Email account on server
name User name
password User password

Defaults N/A

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# email-warning account testl 1234
PT-7828 (config) # email-warning account testl

Error Length of SMTP User name is too long !!!

messages Invalid User name
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Length of password is too long!!!

Related show email-warning
commands

email-warning event

Use the email-warning event global configuration command to enable the system warning events to send
through the email if the event occurs. Use the no form of this command to disable the specified warning event
notifications.

Commands

email-warning event { all | cold-start | warm-start | power-trans-off | power-trans-on |
config-change | auth-fail | topology-change }

no email-warning event { cold-start | warm-start | power-trans-off | power-trans-on |
config-change | auth-fail | topology-change}

Syntax Email-warning Email warning setting
Description event System events
all Enable all events
cold-start Switch cold start
warn-start Switch warm start
power-trans-off Power transition (on->off)
power-trans-on Power transition (off->on)
config-change Configuration changed
auth-fail Authentication failed
topology-change Topology changed (from redundant protocols)

Defaults All system events are disabled by default.

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # email-warning event
all - Enable all events
cold-start - Switch cold start
warm-start - Switch warm start
power-trans-off - Power transition (on->off)
power-trans-on - Power transition (off->on)
config-change - Configuration changed
auth-fail - Authentication failed
topology-change - Communication redundancy topology changed

PT-7828 (config) # email-warning event cold-start
PT-7828 (config) # email-warning event topology-change
PT-7828 (config) # email-warning event auth-fail
PT-7828 (config) # exit

PT-78284% show email-warning config

Mail Server and Email Setup

SMTP Server IP/Name : msl.hinet.net

SMTP Port : 25
Account Name : testl
Account Password : 1234

1st email address: test2@moxa.com

2nd email address

3rd email address: test3@hinet.net
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4th email address
System Events
Cold Start : Enable
Warm Start : Disable
Conf. Changed : Disable
Power On->0Off : Disable
Power Off->On : Disable
Auth. Failure : Enable
Topology Changed : Enable
--More--
Error N/A
messages
Related show email-warning
commands

email-warning event

Use the email-warning event interface configuration command to allow interface warning events to be sent
through the email if the event occurs. Use the no form of this command to disable the specified warning event

notifications.

Commands

email-warning event { link-on | link-off }

no mail-warning event { link-on | link-off }
email-warning event traffic-overload [rxThreshold duration]
no email-warning event traffic-overload

Syntax email-warning Configure email warning

Description event Port events
link-on Link ON
link-off Link OFF
traffic-overload Traffic overloading
rxThreshold 0 to 100
duration 1 to 300

Defaults All port events are disabled by default.

Command Interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828#% configure terminal

PT-7828 (config)# interface ethernet 3/1

PT-7828 (config-if) #
event
PT-7828 (config-if) #
link-on
link-off
traffic-overload
PT-7828 (config-if) #
PT-7828 (config-if) #
PT-7828 (config-if) #

SMTP Port

email-warning
- Port events
email-warning event
- Link ON
- Link OFF
- Traffic overloading
email-warning event link-on

email-warning event traffic-overload 80 20

PT-7828# show email-warning config
Mail Server and Email Setup

SMTP Server IP/Name : msl.hinet.net

25
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Account Name : testl

Account Password : 1234

1st email address: test2@moxa.com
2nd email address
3rd email address: test3@hinet.net
4th email address

System Events

Cold Start : Enable
Warm Start : Disable
Conf. Changed : Disable
Power On->Off : Disable
Power Off->On : Disable
Auth. Failure : Enable
Topology Changed : Enable
Error Threshold should be between 0 and 100
messages Duration should be between 1 and 300
Related show email-warning

commands

email-warning mail-address

Use email-warning mail-address to configure the email address(es) to which warning messages will be sent.
To clear the setting, use no form of this command.

Commands

email-warning mail-address maillndex mailAddress
no email-warning mail-address maillndex

Syntax email-warning Email warning setting
Description mail-address Target email address
maillndex l1to4
mailAddress Email address

Defaults N/A

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # email-warning mail-address
<UINT:mailIdx> -1 to 4

PT-7828 (config) # email-warning mail-address 1 test2@moxa.com

PT-7828 (config) # email-warning mail-address 3 test3@hinet.net

Error Index should be between 1 and 4

messages Length of email address is too long !!!

Invalid Email address format

Related show email-warning
commands
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email-warning send test email

Use email-warning send test email to send a test email.

Commands

switch(config)# email-warning send test email

Syntax email-warning Email warning setting
Description send Send test email
test Test email
email Test email address
Defaults N/A
Command Global configuration
Modes
Usage The test email will be sent to the mail address that “email-warning mail-address” command
Guidelines configured.
Examples PT-7828 (config)# email-warning server 192.168.127.95
<LF>
<UINT:smtpPort> - SMTP Port
PT-7828 (config) # email-warning server 192.168.127.95 25
PT-7828 (config) # email-warning account admin 1234
PT-7828 (config) # email-warning mail-address 1
<STRING:mailAddress> - Email address
PT-7828 (config) # email-warning mail-address 1 alancc.wul@moxa.com
PT-7828 (config)# email-warning send test email
Sending test email
You may check if your dedicated email addresses have received this email!
PT-7828 (config) #
Error Warning !!! You must first do Email Setup before sending the test email.
messages Warning !!! You must first configure DNS Server IP Address before sending the test email.
Sending test email failed !!!
Related email-warning server
commands email-warning account
email-warning mail-address

email-warning server

Use email-warning server to configure Mail Server IP/Name (IP address or name) for the switch. To clear the

setting, use the no form of this command.

Commands

email-warning server smtpServerlp [smtpPort]

no email-warning server

Syntax email-warning Email warning setting
Description server Email Server
smtpServerlp Email Server name/address
smtpPort SMTP Port, 1 to 65535
Defaults N/A
Command Global configuration
Modes
Usage N/A
Guidelines
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Commands

Examples PT-7828 (config) # email-warning server mail.hinet.net 25

PT-7828 (config) # email-warning server msl.hinet.net

Error Length of server address is too long !!!
messages Invalid SMTP server name/address

Invalid Mail Server Port, Range(1 to 65535) !!!
Related show email-warning
commands

exit

Use exit to exit the current configuration mode.

Commands

exit

Syntax exit Exit from configure mode

Description Exit from port setting mode
Exit command line interface
Exit from management interface setting

Defaults N/A

Command N/A

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # exit

PT-7828 #

Error N/A

messages

Related quit

commands

flowcontrol

To set the method of data flow control between the terminal or other device, use the flowcontrol interface

configuration command. Use the no form of this command to disable flow control

Commands

flowcontrol
no flowcontrol

Syntax flowcontrol Configure flowcontrol
Description

Defaults The default is disable

Command Interface configuration

Modes

Usage

Guidelines

Examples PT-7828 (config)# interface ethernet 1/1

PT-7828 (config-if) # flowcontrol

PT-7828 (config-if)# no flowcontrol

Error messages | Fiber port can not be set flow control!!

Force speed can not be set flow control!!
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Cannot configure on trunk member port 1/1!

This setting cannot be applied on trunk port!

Related
commands

show interfaces ethernet

gmrp

Use the gmrp i

nterface configuration command on the switch to active the IEEE 802.1D-1998 GMRP (GARP

Multicast Registration Protocol). Use the no form of this command to stop this function.

Commands

gmrp

no gmrp

Syntax gmrp Enable GMRP (GARP Multicast Registration Protocol)
Description

Defaults gmrp is default disable

Command Interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# interface ethernet 1/1

PT-7828 (config-if) # gmrp

PT-7828 (config-if) # no gmrp

Error messages

GMRP cannot be enabled on static multicast member port!!!

Related
commands

gvrp

Use the gvrp global configuration command on the switch to enable GVRP. Use the no form of this command

to disable it.

Commands

gvrp
no gvrp

Syntax
Description

gvrp Enable/Disable GVRP

Defaults

The feature is enabled by default.

Command
Modes

Global configuration

Usage
Guidelines

N/A

Examples

PT-7828 (config)# gvrp

gvrp - Enable GVRP

Error
messages

N/A

Related
commands

show gvrp
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Commands

hosthame

To specify or modify the host name for the network server, use the hostname global configuration command.
To return to the default, use the no form of this command.

Commands

hostname name

no hostname

Syntax hostname Set system’s network name (maximum 30 characters)
Description name Switch name string
Defaults Name is the default switch name with the serial number
Command Global configuration
Modes
Usage Maximum string tokens are 5.
Guidelines Maximum switch name length is 30 characters.
Examples PT-7828 (config) # hostname MOXA Ethernet Switch PT 7828
PT-7828 (config) # exit
PT-7828# show system
System Information
System Name : MOXA Ethernet Switch PT 7828
System Location Switch Location
System Description : MOXA PT-7828
Maintainer Information
MAC Address 00:90:E8:1D:24:36
System Uptime 0d0h36m57s
Error Length of switch hostname is too long
messages
Related show system
commands

interface mgmt

Use the interface mgmt global configuration command on the switch to enter the VLAN configuration mode of

Mgmt-VLAN.

Commands

interface mgmt

Syntax interface Select an interface to configure
Description mgmt Configure management VLAN
Defaults N/A
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# interface
mgmt - Configure management VLAN
PT-7828 (config)# interface mgmt
PT-7828 (config-vlan) #
Error N/A
messages
Related show interfaces mgmt
commands
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interface vian

Use the interface vlan global configuration command on the switch to create or access a dynamic switch
virtual interface (SVI) and to enter interface configuration mode. Use the no form of this command to delete an
SVI.

Commands

interface vlan vian-id
no interface vlan vian-id

Syntax interface Select an interface to configure
Description vian Configure L3 interface

vlan-id Configure L3 interface vlan id
Defaults N/A
Command Global configuration
Modes
Usage Management vlan id cannot be same as interface vlan id.
Guidelines
Examples PT-7828 (config)# interface vlan 2

<UINT:vlanid> - Configure L3 interface vlan id

Error interface vlan 2 is not exist
messages mgmt vlan id cannot be same as interface vlan id!!

vlan interface full
Related show interfaces vlan
commands

ip address

Use the ip address VLAN configuration command on the switch to configure the address of a Layer 3 interface.

Commands

ip address ip-address netmask

Syntax ip Configure L3 interface ip
Description address Interface ip setting
ip-address IP address
netmask IP netmask
Defaults N/A
Command VLAN configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config-vlan)# ip address 10.10.10.10 255.255.255.0
ip - Configure L3 interface ip
Error IP or netmask invalid
messages vlan 4097 is invalid!! should be range from 1 to 4094
vlan interface full
Interface VLAN is not allowed to modify!!
Related show interfaces vlan
commands
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ip address

Use the ip address VLAN configuration command on the switch to configure the IP retrieve mechanism of the

switch. Use no

Commands

form of this command to return to the default.

ip address {static ip-address netmask | dhcp | bootp }

no ip address

Syntax ip Configure IP paramters
Description address Congiure IP address
static E.g., 11.22.33.44
ip-address IP address
netmask Subnet mask
dhcp Use DHCP to retrieve IP setting automatically
bootp Use BOOTP to retrieve IP setting automatically
Defaults N/A
Command VLAN configuration as management VLAN
Modes
Usage N/A
Guidelines
Examples PT-7828 (config-vlan)# ip address
static - Configure static IP
dhcp - Use DHCP to retrieve IP setting automatically
bootp - Use BOOTP to retrieve IP setting automatically
Error N/A
messages
Related show interfaces mgmt
commands

ip auto-assign

Use the ip auto-assign interface configuration command on the switch to enable and set the auto IP
assignment of specified interfaces. Use the no form of this command to remove an Ethernet port from a trunk

group.

Commands

ip auto-assign ipaddr
no ip auto-assign

Syntax ip Configure IP paramters

Description auto-assign Automatic port IP assignment through DHCP/BootP/RARP
ipaddr E.g., 11.22.33.44

Defaults N/A

Command Interface configuration

Modes

Usage This specified IP address must be in the same subnet of the system IP address

Guidelines

Examples PT-7828 (config-if) # ip auto-assign

(static IP) <IPV4ADDR:ipaddr> - E.g., 11.22.33.44

Error Cannot configure on trunk member port

messages This IP address must be in the same subnet of the system IP address

Related show ip auto-assign

commands
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ip default-gateway

Use the ip default-gateway VLAN configuration command on the switch to configure the IP default gateway
address. Us thee no form of this command to return to the default.
Commands

ip default-gateway ip-address
no default-gateway

Syntax ip Configure IP paramters

Description default-gateway Configure default gateway address
ip-address IP address

Defaults N/A

Command VLAN configuration as management VLAN

Modes

Usage N/A

Guidelines

Examples PT-7828 (config-vlan)# ip default-gateway 192.168.1.1

Error Warning! IP and gateway are not in the same subnet

messages

Related show interfaces mgmt

commands

ip dhcp retry

Use ip dhcp retry to enable the DHCP request retry for a specified period and times. Use the no form of this
command to return to the default.

Commands

ip dhcp retry times period seconds
no ip dhcp retry

Syntax ip Global IP configuration subcommands

Description dhcp DHCP related configuration
retry Configure DHCP client request retry paramter
times 0 - 65535 times, 0 means retry forever
Period Retry period
seconds 1 - 30 seconds

Defaults Default retry times = 0, retry period=1

Command VLAN configuration as management VLAN

Modes

Usage N/A

Guidelines

Examples PT-508 (config-vlan)# ip dhcp retry 500 period 30

PT-508# show interfaces mgmt

IPv4
Management VLAN id : 1

IP configuration : DHCP

IP address : 192.168.127.253
Subnet mask : 255.255.255.0
Default gateway : 0.0.0.0

DNS server
Dhcp Retry Periods : 30 seconds
Dhcp Retry Times : 500
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Error Illegal parameter!
messages

Related show interface mgmt
commands

ip dhcp-relay server

Use ip dhcp-relay server to configure the DHCP server address that the switch will forward DHCP messages
to. To remove the DHCP server address, use the no form of this command.
Commands

ip dhcp-relay server serverlndex serverAddr
no ip dhcp-relay server serverlindex

Syntax ip Global IP configuration subcommands

Description dhcp-relay Configure DHCP relay agent parameter
server DHCP server IP address
serverIndex DHCP server address index, 1 to 4
serverAddr DHCP server IP address

Defaults N/A

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# ip dhcp-relay server 1 192.168.127.100
PT-7828 (config)# ip dhcp-relay server 3 192.168.127.200

Error Invalid server index

messages Invalid IPv4 address

Related show ip dhcp-relay

commands

ip dhcp-relay option82

Use the ip dhcp-relay option82 global and interface configuration command to enable DHCP Relay with
Option 82 messages. To disable it, use the no form of this command.

Commands
ip dhcp-relay option82
no ip dhcp-relay option82

Syntax Ip Configure IP parameters

Description dhcp-relay Configure DHCP relay agent parameter
option82 Option 82

Defaults Default is disabled.

Command Global configuration / Interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# ip dhcp-relay option82 ?

<LF>
remote-id-type - Remote Id type

man-id - Manual remote ID

PT-7828 (config)# ip dhcp-relay option82
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Error N/A
messages

Related N/A
commands

ip dhcp-relay option82 remote-id-type

Use the ip dhcp-relay option82 remote-id-type global configuration command to select the remote ID
information of DHCP option82 messages. Use ip dhcp-relay option82 man-id to manually set the remote id
instead of the predefined ones.

Commands

ip dhcp-relay option82 remote-id-type remoteldType
ip dhcp-relay option82 man-id manualld

Syntax ip Global IP configuration subcommands
Description dhcp-relay Configure DHCP relay agent parameter
option82 Option 82
remote-id-type Remote Id type
remoteldType ip | mac | client-id | other
man-id Manual remote ID
manualld Manual remote ID, maximum 15 characters
Defaults DHCP-relay option82 is disable in factory default.
Default remote-id-type is IP.
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # ip dhcp-relay option82 remote-id-type

<STRING:remotelIdType> - ip | mac | client-id | other
PT-7828 (config) # ip dhcp-relay option82 remote-id-type mac

PT-7828 (config) # ip dhcp-relay option82 remote-id-type other
PT-7828 (config) # ip dhcp-relay option82 man-id abcdef

Error Invalid remote ID type
messages Manual Id is over 15 characters
Related N/A

commands

ip http-server

Use ip http-server global configuration commands on the switch to enable HTTP/HTTPs service. Use the no
form of this command to disable HTTP/HTTPS service.

Commands

ip http-server
ip http-server secure
no ip http-sever

Syntax ip Global IP configuration subcommands

Description http-server Enable HTTP/HTTPS web service
secure HTTPS support only

Defaults HTTP service is enabled.
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Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# ip http-server
auto-logout - Web auto-logout timer
<LF>
secure - HTTPS support only

PT-7828 (config)# ip http-server secure
PT-7828 (config)# ip http-server
PT-7828 (config) # no ip http-server

Error N/A

messages

Related show ip http-server
commands

ip http-server auto-logout

Use ip http-server auto-logout g/obal configuration commands on the switch to enable the auto-logout for
the HTTP/HTTPs connections with specified seconds. Use the no form of this command to disable it.

Commands

ip http-server auto-logout seconds

Syntax ip Global IP configuration subcommands
Description http-server Enable HTTP/HTTPS web service
auto-logout Web auto-logout timer
seconds 0 for disable, or 60 to 86400 seconds
Defaults Auto-logout is disabled by default.
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# ip http-server auto-logout 120
Error Switch Web auto-logout interval should be O(disable) or 60 to 86400s !!!
messages
Related show ip http-server
commands

ip igmp static-group

Use the ip igmp static-group global configuration command on the switch to add a static multicast MAC
address and its member ports. Use the no form of this command to remove the static multicast group or just
its member ports.

Commands

ip igmp static-group MAC-address interface module/port
no ip igmp static-group [MAC-address] [ interface module/port]

Syntax Ip Global IP configuration subcommands
Description Igmp IGMP
static-group Add New Static Multicast MAC Address
Mac-address MAC address XX:XX:XX:XX:XX:XX
Interface Binding ports
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Commands

ip

ip

Module/port | Port(Trunk) ID or list. E.g., 1/1,2,4-5,2/1,Trk1,Trk2-Trk
Defaults N/A
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# ip igmp static-group 01:00:00:00:00:01 interface 1/2-3

PT-7828 (config) # no ip igmp static-group

Error messages

Add new static multicast MAC address Fail !!!
Please check the multicast mac address’s type !!!

Add new static multicast MAC address Fail !!!
Not enough space to add a new static multicast MAC address !!!

The member port should not be GMRP-enabled port !!!

Related
commands

show mac-address-table mcast

igmp-snooping

Use the ip igmp-snooping global configuration command on the switch to globally enable Internet Group
Management Protocol (IGMP) snooping on the switch. Use the command with keywords to enable IGMP
snooping. Use the no form of this command to disable IGMP snooping.

Commands

ip igmp-snooping

no ip igmp-snooping

Syntax ip Global IP configuration subcommands
Description igmp-snooping IGMP snooping

Defaults IGMP snooping is globally disable

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# ip igmp-snooping

PT-7828 (config) # no ip igmp-snooping

Error messages

IGMP Function is only supported by 802.1Q VLAN mode!

Related
commands

ip igmp-snooping vlan

ip igmp-snooping querier

ip igmp-snooping query-interval
ip igmp-snooping enhanced
show ip igmp

igmp-snooping enhanced

Use the ip igmp-snooping enhanced global configuration command on the switch to enable the enhanced
mode. Use the no form of this command to disable the enhanced mode.

Commands

ip igmp-snooping enhanced

no ip igmp-snooping enhanced

Syntax
Description

ip Global IP configuration subcommands

igmp-snooping IGMP snooping

enhanced

IGMP snooping enhanced mode
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Defaults Enhanced mode is globally disabled on the switch

Command Global configuration

Modes

Usage The IGMP snooping function must be enabled first.
Guidelines

Examples PT-7828 (config)# ip igmp-snooping enhanced

PT-7828 (config)# no ip igmp-snooping enhanced

Error messages | IGMP Function is Disabled !!!

IGMP Function is only supported by 802.1Q VLAN mode!

Related
commands

ip igmp-snooping

ip igmp-snooping vlan

ip igmp-snooping querier

ip igmp-snooping query-interval

show ip igmp

ip igmp-snooping querier vian

Use the ip igmp-snooping querier global configuration command to enable and configure the IGMP querier
feature on a VLAN interface. Use the no form of this command to disable the IGMP querier feature.

Commands
ip igmp-snooping querier vlan vian-id
no ip igmp-snooping querier vlan vian-id

Syntax ip Global IP configuration subcommands
Description igmp-snooping IGMP snooping

querier IGMP snooping geury enable

vian VLAN parameters

vlan-id 1 to 4094
Defaults The IGMP snooping querier feature is globally disabled on the switch
Command Global configuration
Modes
Usage The IGMP snooping function must be enabled first.
Guidelines
Examples PT-7828 (config)# ip igmp-snooping querier vlan 1

PT-7828 (config)# no ip igmp-snooping querier vlan 1

Error messages | Vlan entry not found!!!

Vlan IGMP Function is Disabled !!!

IGMP Function is Disabled !!!

IGMP Function is only supported by 802.1Q VLAN mode!

Related
commands

ip igmp-shooping

ip igmp-snooping vlan

ip igmp-snooping query-interval
ip igmp-snooping enhanced
show ip igmp
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ip igmp-snooping querier vian vian-id v3

NOTE The command is supported only in Layer 3 switches

Use the ip igmp-snooping querier global configuration command to enable and configure the IGMP querier
feature on a VLAN interface. Use ip igmp-snooping querier vlan vian-id v3 can make the switch to send
IGMP V3 query, otherwise the default is V2 query.

Syntax ip Global IP configuration subcommands
Description igmp-snooping IGMP snooping

querier IGMP snooping geury enable

vian VLAN parameters

vlan-id 1~ 4094

v3 IGMPv3 mode
Defaults The IGMP snooping querier feature is globally disabled on the switch
Command Global configuration
Modes
Usage The IGMP snooping function must be enabled first.
Guidelines
Examples PT-7828 (config) # ip igmp-snooping querier vlan 1 v3
Error messages | Vlan entry not found!!!

Vlan IGMP Function is Disabled !!!

IGMP Function is Disabled !!!

IGMP Function is only supported by 802.1Q VLAN mode!
Related ip igmp-snooping
commands ip igmp-snooping vlan

ip igmp-snooping query-interval

ip igmp-snooping query-interval
Use the ip igmp-snooping query-interval global configuration command on the switch to configure the
interval between IGMP queries. Use the no form of this command to return to the default.

Commands

ip igmp-snooping query-interval interval

Syntax ip Global IP configuration subcommands
Description igmp-snooping IGMP snooping
query-interval IGMP snooping query interval
interval 20 to 600 seconds
Defaults Query interval default value is 125 seconds
Command Global configuration
Modes
Usage The IGMP snooping function must be enabled first.
Guidelines
Examples PT-7828 (config)# ip igmp-snooping query-interval 125

Error messages | The range of Quierier interval value should be between 20 and 600 !!!
IGMP Function is Disabled !!!

IGMP Function is only supported by 802.1Q VLAN mode!

Related ip igmp-snooping

commands ip igmp-snooping vlan

ip igmp-snooping querier
ip igmp-snooping enhanced
show ip igmp
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ip igmp-snooping vian

Use the ip igmp-snooping vlan global configuration command on the switch to globally enable Internet Group
Management Protocol (IGMP) snooping on a VLAN. Use the no form of this command to disable IGMP snooping
on a vian.

Commands

ip igmp-snooping vlan vian-id [mrouter module/port]
no ip igmp-snooping vlan vian-id [mrouter module/port]

Syntax ip Global IP configuration subcommands
Description igmp-snooping IGMP snooping
vian VLAN parameters
vlan-id 1 to 4094
mrouter IGMP snooping query port enable
Module/port Port(Trunk) ID or list. E.g., 1/1,2,4-5,2/1,Trk1,Trk2-Trk4
Defaults N/A
Command Global configuration
Modes
Usage The IGMP snooping must be enabled first.
Guidelines
Examples PT-7828 (config)# ip igmp-snooping vlan 1 mrouter 1/1

PT-7828 (config)# no ip igmp-snooping vlan 1 mrouter 1/1

Error messages | Vlan entry not found!!!

IGMP Function is Disabled !!!

IGMP Function is only supported by 802.1Q VLAN mode!

Related ip igmp-snooping

commands ip igmp-snooping querier

ip igmp-snooping query-interval
ip igmp-snooping enhanced
show ip igmp

ip filter-ip

Use the ip filter-ip interface configuration command on the switch to add the IP filtering address entries. Use
the no form of this command to delete the filtering entries.
Commands

ip filter-ip allowed ip-address
no ip filter-ip allowed ip-address

Syntax ip Configure IP paramters

Description filter-ip IP filter
allowed Configured traffic allowed from specified IP
ip-address E.g., 11.22.33.44

Defaults N/A

Command Interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config-if)# ip filter-ip allowed 192.168.127.1

<LF>
Error Not a unicast IP
messages Allowed only 8 filters at most
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Related show interfaces filter-ip
commands

ip hame-server

Use the ip name-server VLAN configuration command on the switch to configure the DNS server for the switch.
Use the no form of this command to return to the default.

Commands

ip name-server dns-ip-address1 [dns-ip-address2]
no name-server

Syntax ip Configure IP paramters

Description name-server Configure DNS server address
ip-address IP address

Defaults N/A

Command VLAN configuration as management VLAN

Modes

Usage N/A

Guidelines

Examples PT-7828 (config-vlan)# ip name-server 192.168.1.1

Error Warning! IP and gateway are not in the same subnet

messages

Related show interfaces mgmt

commands

ip ospf area

Use the ip ospf area command in VLAN configuration mode to bind the interfaces with an OSPF area. Use no
ip ospf to unbind the OSPF area.

Commands

ip ospf area area-id

no ip ospf
Syntax ip Configure L3 interface ip
Description ospf Configure OSPF
area OSPF Area binding
area-id OSPF Area id
Defaults This command is disabled by default.
Command VLAN configuration
Modes
Usage Auth Key lengths up to 8 characters
Guidelines MD5 Key ID range 1 to 255
Examples PT-7828 (config-vlan)# ip ospf auth md5 5 auth-key abcdabcd
Error messages |Auth Key lengths up to 8 characters
MD5 Key ID range 1 to 255
Related show ip ospf interface
commands
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ip ospf auth

Use the ip ospf auth command in VLAN configuration mode to specify the authentication type for an interface.
Use the no form of this command to remove the authentication type for an interface.

Commands

ip ospf auth simple auth-key key
ip ospf auth md>5 key-id auth-key key
no ip ospf auth

Syntax ip Configure L3 interface ip
Description ospf Configure OSPF
auth Configure OSPF authentication type
simple Configure OSPF authentication type to SIMPLE
md5 Configure OSPF authentication type to MD5
key-id MD5 key id
auth-key Configure authentication key
key Key string
Defaults This command is disabled by default.
Command VLAN configuration
Modes
Usage Auth Key lengths up to 8 characters
Guidelines MD5 Key ID range 1 to 255
Examples PT-7828 (config-vlan)# ip ospf auth md5 5 auth-key abcdabcd
Error messages | Auth Key lengths up to 8 characters
MD5 Key ID range 1 to 255
Related show ip ospf interface
commands

ip ospf cost

Use the ip ospf cost command in VLAN configuration mode to explicitly specify the cost of sending a packet on
a VLAN interface. Use the no form of this command to return to the default.
Commands

ip ospf cost cost
no ip ospf cost

Syntax ip Configure L3 interface ip
Description ospf Configure OSPF
cost Configure OSPF Metric
cost Metric value ( 1 to 65535)
Defaults Default costis 1
Command VLAN configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config-vlan)# ip ospf cost 10
Error Metric Range 1 to 65535
messages
Related show ip ospf interface
commands
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ip ospf dead-interval

Use the ip ospf dead-interval command in interface configuration mode to set the interval at which hello
packets must not be seen before neighbors declare the router down. Use the no form of this command to return
to the default time.

Commands

ip ospf dead-interval seconds
no ip ospf dead-interval

Syntax ip Configure L3 interface ip
Description ospf Configure OSPF
dead-interval Configure OSPF dead interval
seconds Dead Interval Range 1 to 65535
Defaults Default dead interval is 40 seconds
Command VLAN configuration
Modes
Usage Dead interval Range 1 to 65535
Guidelines
Examples PT-7828 (config-vlan)# ip ospf dead-interval 100
Error messages |Dead Interval Range 1 to 65535
Related show ip ospf interface
commands

ip ospf hello-interval

Use the ip ospf hello-interval command in VLAN configuration mode to specify the interval between hello
packets sent on the interface. Use the no form of this command to return to the default.

Commands

ip ospf hello-interval seconds
no ip ospf hello-interval

Syntax ip Configure L3 interface ip
Description ospf Configure OSPF
hello-interval Configure OSPF hello interval
seconds Hello Interval Range 1 to 65535
Defaults Default interval is 10 seconds
Command VLAN configuration
Modes
Usage Hello Interval Range 1 to 65535
Guidelines
Examples PT-7828 (config-vlan)# ip ospf hello-interval 100
Error Hello Interval Range 1 to 65535
messages
Related show ip ospf interface
commands
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ip ospf priority

Use the ip ospf priority command in VLAN configuration mode to set the router priority for the determination
of the designated router. Use the no form of this command to return to the default.

Commands

ip ospf priority priority
no ip ospf priority

Syntax ip Configure L3 interface ip
Description ospf Configure OSPF
priority Configure OSPF router priority
priority priority range ( 0 to 255)
Defaults Default priority is 1
Command VLAN configuration
Modes
Usage priority range 0 to 255
Guidelines
Examples PT-7828 (config-vlan)# ip ospf priority 10
Error Priority Range 0 to 255
messages
Related show ip ospf interface
commands

ip pim-dm

NOTE

This command is only supported by Layer 3 switches.

Use the ip pim-dm command to enable the PIM-DM function.

Commands
ip pim-dm
no ip pim-dm

Syntax ip Configure L3 interface IP

Description pim-dm Configure PIM-DM

Defaults This command is disabled by default

Command VLAN interface configuration

Modes

Usage N/A

Guidelines

Examples ICS-G7852A-4XG(config-vif)# ip pim-dm
ICS-G7852A-4XG(config-vif)# no ip pim-dm

Error N/A

messages

Related show ip pim-dm

commands show ip pim-dm neighbor
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Commands

ip pim-sm

NOTE

This command is only supported by Layer 3 switches.

Use the ip pim-sm command to enable the PIM-SM function.

Commands
ip pim-sm
no ip pim-sm

Syntax ip Configure L3 interface IP

Description pim-sm Configure PIM-SM

Defaults This command is disabled by default

Command VLAN interface configuration

Modes

Usage N/A

Guidelines

Examples ICS-G7852A-4XG(config-vif)# ip pim-sm
ICS-G7852A-4XG(config-vif)# no ip pim-sm

Error N/A

messages

Related show ip pim-sm

commands show ip pim-sm routing

show ip pim-sm neighbor
show ip pim-sm rp
show ip pim-sm bsr

ip pim-sm dr-priority

NOTE

This command is only supported by Layer 3 switches.

Use ip pim-sm dr-priority command in VLAN interface configuration mode to setup DR priority.

Commands

ip pim-sm dr-priority priority

Syntax ip Configure L3 interface IP

Description pim-sm Configure PIM-SM
dr-priority Configure DR priority
priority Priority value

Defaults Default priority is 0

Command VLAN interface configuration

Modes

Usage The priority range is 0 to 4294967296

Guidelines

Examples ICS-G7852A-4XG(config-vif)# ip pim-sm dr-priority 100

Error N/A

messages

Related show ip pim-sm

commands show ip pim-sm routing

show ip pim-sm neighbor
show ip pim-sm rp
show ip pim-sm bsr
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ip pim-sm hello-interval

NOTE

This command is only supported by Layer 3 switches.

Use ip pim-sm hello-interval command in VLAN interface configuration mode to setup PIM-SM hello interval.

Commands

ip pim-sm hello-interval interval

Syntax ip Configure L3 interface IP
Description pim-sm Configure PIM-SM
hello-interval Configure hello interval
interval Interval value
Defaults Default hello-interval is 30
Command VLAN interface configuration
Modes
Usage The hello interval range is 1 to 65535
Guidelines
Examples ICS-G7852A-4XG(config-vif)# ip pim-sm hello-interval 10
Error N/A
messages
Related show ip pim-sm
commands show ip pim-sm routing
show ip pim-sm neighbor
show ip pim-sm rp
show ip pim-sm bsr

ip pim-sm join-prune-interval

NOTE

This command is only supported by Layer 3 switches.

Use ip pim-sm join-prune-interval command in VLAN interface configuration mode to setup PIM-SM
join-prune interval.

Commands

ip pim-sm join-prune-interval interval

Syntax ip Configure L3 interface IP
Description pim-sm Configure PIM-SM
join-prune-interval | Configure hello interval
interval Interval value
Defaults Default hello-interval is 30
Command VLAN interface configuration
Modes
Usage The join-prune interval range is 1 to 65535
Guidelines
Examples ICS-G7852A-4XG(config-vif)# ip pim-sm join-prune-interval 10
Error N/A
messages
Related show ip pim-sm
commands show ip pim-sm routing
show ip pim-sm neighbor
show ip pim-sm rp
show ip pim-sm bsr
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Commands

ip proxy-arp

Use the ip proxy-arp VLAN configuration command on the switch to enable Proxy ARP. Use the no form of this

command to disable Proxy ARP.

Commands
ip proxy-arp
no ip proxy-arp
Syntax ip Configure L3 interface ip
Description proxy-arp Enable L3 interface proxy arp
Defaults N/A
Command VLAN configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config-vlan)# ip proxy-arp
proxy-arp - Enable L3 interface proxy arp
Error vlan 4097 is invalid!! should be range from 1 to 4094
messages Interface not exist! Please create interface and set ip and netmask first
Related show interfaces vlan
commands

ip route

Use the ip route command in global configuration mode to establish static routes. Use the no form of this

command to remove the specified static routes.

Commands

ip route prefix mask next-hop [distance]
no ip route prefix mask next-hop

Syntax ip Global IP configuration subcommands
Description route Static routing entry
prefix Address prefix
mask Subnet mask
next-hop Next hop address
distance Distance metric
Defaults N/A
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# ip route 2.2.0.0 255.0.0.0 2.2.3.1 10
Error Route Entry Full!!!
messages
Related show ip route
commands show ip route static

ipv6 address

Use the ipv6 address command in VLAN configuration mode as a management VLAN to set the IPv6 address

for the device. Use the no form of the command to return to the default.
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Commands

ipv6 address ipv6_prefix
no ipv6 address

Syntax ipv6 Configure IPv6
Description address IPv6 address setting
ipv6_prefix IPv6 address prefix
Command VLAN configuration as management VLAN
Modes
Usage N/A
Guidelines
Examples PT-510 (config-vlan) # ipv6 address 1::1
PT-510# show interfaces mgmt
Ipv4
Management VLAN id : 1
IP configuration : Static
IP address : 192.168.127.253
Subnet mask : 255.255.255.0
Default gateway : 0.0.0.0
DNS server
IPV6
Global Unicast Address Prefix : 1:0:0:1:201:2ff:£e03
Global Unicast Address : 1::1:201:2f£:£fe03:405
Link-Local Address : fe80::201:2ff:£fe03:405
Error Invalid prefix!
messages
Related show interface mgmt
commands

line-swap-fast-recovery

Use the line-swap-fast-recovery global configuration command on the switch to enable the fast recovery
feature of the MAC address table when line swapping. Use the no form of this command to disable it.

Commands

line-swap-fast-recovery
no line-swap-fast-recovery

Syntax line-swap-fast-recovery Enable Line Swap Fast Recoverty feature

Description

Defaults This feature is enabled by default.

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # line-swap-fast-recovery
<LF>

Error N/A

messages

Related show mac-address-table

commands
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Commands

lidp enable

Use the lldp enable global configuration command to enable LLDP. To stop LLDP, use the no form of this

lidp

command.

Commands

Iidp run

no lidp run

Syntax lidp Configure LLDP parameters

Description run Start up

Defaults LLDP is enable in factory default.

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# 1ldp enable
PT-7828 (config)# no 1lldp enable

Error N/A

messages

Related show lldp

commands

timer

Use the lldp timer global configuration command to configure the transmission frequency of LLDP messages.

To reset the timer to default, use the no form of this command.

Commands

Ildp timer transFreq

no lidp timer

Syntax lidp Configure LLDP parameters
Description timer Transmission frequency of LLDP updates
transFreq 5 to 32768 seconds
Defaults Transmission frequency of LLDP updates is 30 seconds.
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# 1lldp timer
<UINT:transFreg> - 5 to 32768 seconds
PT-7828 (config)# 1ldp timer 4
% LLDP transmit frequency should be between 5 to 32768
PT-7828 (config)# 1ldp timer 50
Error LLDP transmit frequency should be between 5 to 32768
messages
Related show Ildp
commands
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Commands

logging

Use the logging global configuration command on the switch to configure the remote SYSLOG server. Use the

no form of this command to remove the server.

Commands
logging ip-address
no logging ip-address

Syntax logging Syslog server setting

Description ip-address IP or DNS name w/wo. port, Ex:1.2.3.4 or 1.2.3.4:5678

Defaults N/A

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# logging 192.168.1.1
<LF>

Error Logging server configurations are full!

messages

Related show logging

commands

login mode

Use the login mode global configuration command to change the login UI mode from the console or telnet

connection of the switch.

Commands

login mode { cli | menu }

Syntax login Change login mode
Description mode Login mode
cli Command line interface
menu Legacy Menu Mode
Defaults Default UI mode is MENU mode
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # login mode
menu - Legacy Menu Mode
cli - Command line interface
PT-7828 (config) # login mode cli
PT-7828 (config) # login mode menu
Error N/A
messages
Related N/A
commands
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Commands

mac-address-table aging-time

Use the mac-address-table aging-time global configuration command on the switch to configure the aging

time of the MAC address. Use the no form of this command to return to the default.

Commands

mac-address-table aging-time seconds
no mac-address-table aging-time

Syntax mac-address-table Configure MAC address table
Description aging-time Aging time
seconds 15 to 3825 seconds
Defaults Default aging time is 300 sec
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # mac-address-table aging-time
<UINT:seconds> - 15 to 3825 seconds
Error N/A
messages
Related show mac-address-table aging-time
commands

mcast-filter

Use the mcast-filter interface configuration command on the switch to activate the multicast filter. Use the no

form of this command to stop this function.

Commands

mcast-filter [forward-all | forward-unknown | filter-unknown]
no mcast-filter

Syntax mcast-filter Multicast filter

Description forward-all Forward all
forward-unknown Forward unknown
filter-unknown Filter unknown

Defaults Default forward unknown

Command Interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# interface ethernet 1/1

PT-7828 (config-if) # mcast-filter forward-all

(

(

PT-7828 (config-if)# mcast-filter forward-unknown

PT-7828 (config-if) # mcast-filter filter-unknown
(

)
)
)
)

PT-7828 (config-if)# no mcast-filter

Error messages | N/A

Related show mcast-filter

commands
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media cable-mode

Use the media cable-mode interface configuration command on the switch to enable the medium-dependent
interface crossover feature on the interface. Use the no form of this command to disable Auto-MDIX.

Commands

media cable-mode [mdi | mdix | auto]
no media cable-mode

Syntax media Select a media
Description cable-mode Select cable mode
mdi MDI
mdix MDIX
auto Auto select MDI/MDIX
Defaults The default is auto
Command Interface configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# interface ethernet 1/1

PT-7828 (config-if) # media cable-mode auto

PT-7828 (config-if) # no media cable-mode

Error messages | Fiber port can not be set MDI/MDIX!!

This setting cannot be applied on trunk port!

Cannot configure on trunk member port 1/1!

Related show interface ethernet
commands

modbus

Use the modbus global configuration command on the switch to enable Modbus/TCP industrial Ethernet
protocol supported. Use the no form of this command to disable Modbus support.

Commands

modbus
no modbus

Syntax modbus Enable Modbus
Description

Defaults Default is enable
Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # modbus
Error N/A

messages

Related show modbus

commands
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Commands

monitor

Use monitor global configuration commands to enable the monitoring of data transmitted/received by a
specific port. Use the no form of this command to disable the monitoring.

Commands

monitor source interface mod_port [direction]
no monitor source interface

monitor destination interface mod_port

no monitor destination interface

<STRING:mirrorPort> - Port ID. E.g.,

% Invalid format

o

PT-7828 (config) # monitor destination interface

1/3, 2/1,...

PT-7828 (config) # monitor destination interface 3/1,2

PT-7828 (config) # monitor destination interface 3/1

% Monitored Port is the same with Mirror Port !!!

PT-7828 (config) # monitor destination interface 3/2

PT-7828 (config) # monitor source interface 1/1-2

Syntax monitor Configure Port mirror
Description source Monitored port
interface Port
destination Mirror port
modPort Port ID. E.g., 1/3, Trk2,...
direction tx | rx | both
Defaults N/A
Command Global configuration
Modes
Usage Traffic send/receive by a source port (Monitored port) will be mirrored to the destination port
Guidelines (Mirror port.
Examples PT-7828 (config) # monitor source interface 3/1 both
Warning !!! Mirror Port don’t set !

Error Monitored Port is the same with Mirror Port !!!

messages Invalid parameter

Warning !!! Mirror Port don't set !

Warning !!! Monitored Port don't set !

Related show port monitor
commands

Management-Interface

Use the ip global configuration command on the switch to set management interface

Commands
ip { http-server [ secure ] | telnet | ssh } [ port port-number ]
no ip { http-server [ secure ] | telnet | ssh }

Syntax http-server Enable Http-server service
DEGEr RN secure Enable SSL service

telnet Enable Telnet service

ssh Enable SSH service

Port Port
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Commands

Port-number ‘ Listening port number

Defaults The feature is enabled by default.
Command Global configuration
Modes
Usage N/A
Guidelines
Examples EDS-G516E (config) # ip http-server port 80
EDS-G516E (config)# ip http-server secure port 443
EDS-G516E (config) # ip telnet 23
EDS-G516E (config) # ip ssh port 22
EDS-G516E (config) # no ip http-server secure
Error Assigning duplicate port numbers is not allowed
messages HTTP/SSH/Telnet/SSL port number is invalid, the interval is from 1 to 65535.
Related
commands

name

Use the name interface configuration command to configure the interface name. To remove the configuration,
use the no form of this command.

Commands

name

no name

Syntax name Port name
Description

Defaults None

Command Interface configuration
Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# interface ethernet 1/1

PT-7828 (config-if)# name interfacel portl

PT-7828 (config-if) # no name

Error messages | The length of port name must between 1 and 63!

Cannot configure on trunk member port 1/1

Related show interfaces ethernet
commands

show interfaces trunk

network

Use the network command in router configuration mode to enable the routing process on the specified
interface. Use the no form of this command to disable it.

Commands

network if-name

no network if-name

Syntax network Enable dynamic routing on an IP network
Description if-name Interface name
Defaults N/A
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Command Router configuration of RIP, OSPF, and Static routes
Modes

Usage N/A

Guidelines

Examples (for | PT-7828 (config) # vlan create 2

RIP settings) |% create vlan id:2

PT-7828 (config) # interface vlan 2

PT-7828 (config-vlan)# ip address 192.168.102.1 255.255.255.0

PT-7828 (config-vlan)# name vlan2if

PT-7828 (config-vlan)# exit

PT-7828 (config) # router rip

PT-7828 (config-rip) # network
<STRING:ifname> - Interface name

PT-7828 (config-rip) # network vlan2if

PT-7828 (config-rip) #

PT-7828# show ip rip

RIP Protocol : Enable
RIP version HEVA
Distribution

Connected : Enable
Static : Disable
OSPF : Disable

RIP Enable Table

Interface Name Ip VID Enable
vlan2if 192.168.102.1 2 Enable
PT-78284#

Error No such interface existed

messages

Related show ip rip

commands

ntp refresh-time

Use the ntp refresh-time global configuration command on the switch to configure the interval of each NTP
query. Use the no form of this command to return to the default.

Commands

ntp refresh-time seconds
no ntp refresh-time

Syntax ntp Configure Network Time Protocol
Description refresh-time Configure NTP query intervals
seconds 1-9999 seconds
Defaults Default query interval is 600 sec
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # ntp refresh-time 600
<LF>
Error Time is out of range
messages
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Related show clock
commands

ntp remote-server

Use the ntp remote-server global configuration command on the switch to configure the remote NTP server.
Use the no form of this command to return to the default.

Commands

ntp remote-server server-addr-1 [server-addr-2]
no ntp remote-server

Syntax ntp Configure Network Time Protocol
Description remote-server Configure NTP server for time query
Simple Configure Simple Network Time Protocol instead of Network Time
Protocol
server-addr-1 IP address or DNS name
server-addr-2 IP address or DNS name
Defaults The default configuration contains one time server “time.nist.gov”.
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # ntp remote-server 192.168.127.1 time.stdtime.gov.tw
Error N/A
messages
Related show clock
commands

ntp server

Use the ntp server global configuration command on the switch to enable the switch as an NTP server. Use the
no form of this command to return to disable it.
Commands

ntp server
no ntp server

Syntax ntp Configure Network Time Protocol
Description server Enable NTP server
Defaults Default is disabled

Command Global configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ntp server

Error N/A

messages

Related show clock

commands
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permit

Use the permit ACL configuration command on the switch to add a permit rule in the current ACL for traffic with
specified IPs. Use the no form of this command to delete the rule.

Commands

permit ip-address
no permit jp-address

Syntax permit Configure PERMIT filter

Description ip-address E.g., 11.22.33.44

Defaults N/A

Command ACL configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config-acl) # permit
<IPV4ADDR:ipaddr> - E.g., 11.22.33.44

Error Invalid IPv4 address

messages

Related Show ip access-list

commands ip access-list

ping
Use the ping user EXEC command on the switch to diagnose the remote host if it is alive.

Commands

ping ip-address

Syntax ping Send echo messages
Description ip-address E.g., 11.22.33.44
Defaults N/A

Command Privileged

Modes

Usage N/A

Guidelines

Examples PT-78284# ping 192.168.127.1

PING 192.168.127.1, Send/Recv/Lost = 4/4/0

Error N/A
messages

Related N/A
commands

port-security

Use the port-security interface configuration command on the switch to add a static unicast MAC-address on
a specified port. Use the no form of this command to remove the specified MAC address.

Commands

port-security MAC-address
no port-security MAC-address

Syntax port-security Set port security
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Description MAC-address | MAC address XX:XX:XX:XX:XX:XX
Defaults N/A

Command interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config-if) # port-security 00:00:00:00:00:01

PT-7828 (config-if)# no port-security 00:00:00:00:00:01

Error messages | Add new static unicast MAC address Fail !!!

Related N/A
commands

profinetio

Use the profinetio command to disable/enable PROFINET support (EDS-400A-PN series support only).

Commands

profientio

no profientio

Syntax profinetio Enable PROFINET IO

Description

Defaults Default is disabled

Command Global configuration

Modes

Usage N/A

Guidelines

Examples EDS-G516E (config) # profinetio
EDS-G516E (config) # no profinetio

Error N/A

messages

Related Show profinetio

commands

ptp announce-receipt-timeout

Use the ptp announce-receipt-timeout configuration command on the switch to set the
announce-receipt-timeout parameter.

Commands

ptp announce-receipt-timeout interval

Syntax ptp Configure PTP

Description announce-receipt-timeout Set the integral multiple of announcelnterval
interval 2to 10

Defaults default is 3

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp announce-receipt-timeout
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Error announceReceiptTimeout must be in the range from 2 to 10
messages
Related Show ptp settings
commands Show ptp status
Show ptp port

ptp arb-time
Use the ptp arb-time configuration command on the switch to set the arb-time parameter of the local clock.

Commands

ptp arb-time time

Syntax ptp Configure PTP

Description arb-time Set the ARB time parameter of the local clock
time 0 to 2147483646

Defaults default is O

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp arb-time 0

Error Arb time must be in the range from 0 to 2147483646

messages

Related Show ptp settings

commands Show ptp status
Show ptp port

ptp clockclass

Use the ptp clockclass configuration command on the switch to set the clockclass parameter of the local clock.

Commands

ptp clockclass class

Syntax ptp Configure PTP

Description clockclass Set the clock class parameter of the local clock
class 0 to 255

Defaults default is 248

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp clockclass 248

Error clockclass must be in the range from 0 to 255

messages

Related Show ptp settings

commands Show ptp status

Show ptp port
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Commands

ptp domain-number

Use the ptp domain-number configuration command on the switch to set the domain number of the local

clock.

Commands

ptp domain-number interval

Syntax ptp Configure PTP
Description domain-number Set the domain number of the local clock
interval Oto3
Defaults default is 0
Command configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # ptp domain-number
Error domainNum must be in the range from 0 to 3
messages
Related Show ptp settings
commands Show ptp status
Show ptp port

ptp enable

Use the ptp enable command on the switch to enable the PTP operation. Use the no form of this command to

disable the PTP operation on the switch.

Commands

ptp enable

no ptp

Syntax ptp Configure PTP

Description enable Enable the ptp operation

Defaults ptp is default disable

Command Configuration

Modes Interface configuration mode

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp enable
PT-7828 (config) # no ptp
PT-7828 (config-if)# ptp enable
PT-7828 (config-if) # no ptp

Error N/A

messages

Related Show ptp settings

commands Show ptp status
Show ptp port
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ptp leap59

Use the ptp leap59 global configuration command on the switch to enable the PTP leap59. Use the no form of
this command to disable the PTP leap59 on the switch.

Commands

ptp leap59

no ptp leap59

Syntax ptp Configure PTP

Description leap59 enable the last minute of the current UTC day contains 59 seconds

Defaults default disable

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp leap59
PT-7828 (config)# no ptp leap59

Error N/A

messages

Related Show ptp settings

commands Show ptp status

Show ptp port

ptp leap61

Use the ptp leap61 global configuration command on the switch to enable the PTP leap61. Use the no form of
this command to disable the PTP leap61 on the switch.

Commands

ptp leap61

no ptp leap61

Syntax ptp Configure PTP

Description leap61 enable the last minute of the current UTC day contains 61 seconds

Defaults default disable

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp leap6l
PT-7828 (config)# no ptp leap6l

Error N/A

messages

Related Show ptp settings

commands Show ptp status

Show ptp port
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Commands

ptp log-sync-interval

Use the ptp log-sync-interval global configuration command on the switch to set the log-sync-interval

parameter.

Commands

ptp log-sync-interval interval

Syntax ptp Configure PTP
Description log-sync-interval Set the logarithm to the base 2 of the mean Synclnterval
interval -3to1l
Defaults default is O
Command configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# ptp log-sync-interval
Error logSynclInterval must be in the range from -3 to 1
messages
Related Show ptp settings
commands Show ptp status
Show ptp port

ptp log-announce-interval

Use the ptp log-announce-interval global configuration command on the switch to set the

log-announce-interval parameter.

Commands

ptp log-announce-interval interval

Syntax ptp Configure PTP
Description log-announce-interval Set the logarithm to the base 2 of the mean Announcelnterval
interval Oto4
Defaults default is 1
Command configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# ptp log-announce-interval
Error logAnnouncelnterval must be in the range from 0 to 4
messages
Related Show ptp settings
commands Show ptp status
Show ptp port
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ptp log-min-delay-req-interval
Use the ptp log-min-delay-req-interval global configuration command on the switch to set the

log-min-delay-req-interval parameter.

Commands

ptp log-min-delay-req-interval interval

Syntax ptp Configure PTP
Description log-min-delay-req-interval |Set the logarithm to the base 2 of the mean
minDelayReglInterval
interval Oto5
Defaults default is O
Command configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config)# ptp log-min-delay-reg-interval
Error logMinDelayReqgInterval must be in the range from O to 5
messages
Related Show ptp settings
commands Show ptp status
Show ptp port

ptp log-min-pdelay-req-interval
Use the ptp log-min-pdelay-req-interval global configuration command on the switch to set the
log-min-pdelay-req-interval parameter.

Commands

ptp log-min-pdelay-req-interval interval

Syntax ptp Configure PTP
Description log-min-delay-req-interval |Set the logarithm to the base 2 of the mean
minPDelayReqInterval

interval -1to 5

Defaults default is 0

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp log-min-pdelay-reg-interval

Error logMinPDelayReqglInterval must be in the range from -1 to 5

messages

Related Show ptp settings

commands Show ptp status
Show ptp port
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Commands

ptp mode

Use the ptp mode global configuration command on the switch to set the PTP operation mode.

Commands

ptp mode vi1-bc

ptp mode v2-e2e-bc

ptp mode v2-p2p-bc

ptp mode v2-e2e-2step-tc
ptp mode v2-p2p-2step-tc

Syntax ptp Configure PTP

Description mode Set the ptp operation mode
vi-bc ptp v1 boundary clock mode
v2-e2e-bc ptp v2 end-to-end boundary clock mode
v2-p2p-bc ptp v2 peer-to-peer boundary clock mode
v2-e2e-2step-tc ptp v2 end-to-end 2-step transparent clock mode
v2-p2p-2step-tc ptp v2 peer-to-peer 2-step transparent clock mode

Defaults Default setting of ptp is vi-bc mode

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp mode vl-bc

Error N/A

messages

Related Show ptp settings

commands Show ptp status
Show ptp port

ptp preferred-master

Use the ptp enable configuration command on the switch to enable PTP operation. Use the no form of this
command to disable PTP operation on the switch.

Commands

ptp enable

no ptp

Syntax ptp Configure PTP

Description preferred-master Set the local clock as the master clock(only valid in vi-bc mode)
Defaults default disable

Command configuration

Modes

Usage N/A

Guidelines

Examples (set
switch as local
master clock)

PT-7828 (config) # ptp preferred-master

Error N/A

messages
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Commands

Related
commands

Show ptp settings
Show ptp status
Show ptp port

ptp priorityl

Use the ptp priorityl configuration command on the switch to set the priority1l parameter of the local clock.

Commands

ptp priority1 priority

Syntax ptp Configure PTP

Description priorityl Set the priorityl parameter of the local clock
priority 0 to 255

Defaults default is 128

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp priorityl 128

Error priorityl must be in the range from 0 to 255

messages

Related Show ptp settings

commands Show ptp status

Show ptp port

ptp priority2

Use the ptp priority2 configuration command on the switch to set the priority2 parameter of the local clock.

Commands

ptp priority2 priority

Syntax ptp Configure PTP

Description Priority2 Set the priority2 parameter of the local clock
priority 0 to 255

Defaults default is 128

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp priority2 128

Error priority2 must be in the range from 0 to 255

messages

Related Show ptp settings

commands Show ptp status

Show ptp port
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ptp timescale

Use the ptp timescale configuration command on the switch to set the transport type of the ptp domain.

Commands

ptp timescale [arb|ptp]

Syntax ptp Configure PTP
Description timescale Set the timescale parameter of the local clock
arb Set the timescale parameter of the local clock to ARB
ptp Set the timescale parameter of the local clock to PTP
Defaults default is ptp
Command configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # ptp timescale arb
PT-7828 (confiqg) # ptp timescale ptp
Error N/A
messages
Related Show ptp settings
commands Show ptp status

Show ptp port

ptp transport

Use the ptp transport configuration command on the switch to set the transport type of the ptp domain.

Commands
ptp transport [802_3|ipv4]

Syntax ptp Configure PTP
Description transport Set the transport type of the ptp doman
802_3 Set the transport type of the PTP domain to 802.3/Ethernet
Ipv4 Set the transport type of the PTP domain to IPv4
Defaults default is ipv4
Command configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # ptp transport 802 3
PT-7828 (config) # ptp transport ipvié
Error N/A
messages
Related Show ptp settings
commands Show ptp status

Show ptp port
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Commands

ptp utc-offset

Use the ptp utc-offset configuration command on the switch to set the PTP utc-offset field.

Commands

ptp utc-offset interval

Syntax ptp Configure PTP

Description utc-offset sets the offset between TAI and UTC
interval 0 to 65535

Defaults default is 0

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config) # ptp utc-offset 0

Error utc_offset must be in the range from 0 to 65535

messages

Related Show ptp settings

commands Show ptp status
Show ptp port

ptp utc-offset-valid

Use the ptp utc-offset-valid configuration command on the switch to enable the PTP utc-offset field. Use the

no form of this command to disable the PTP utc-offset field on the switch.

Commands

ptp utc-offset-valid
no ptp utc-offset-valid

Syntax ptp Configure PTP

Description utc-offset-valid UTC Offset field is valid

Defaults default disable

Command configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config)# ptp utc-offset-valid
PT-7828 (config)# no ptp utc-offset-valid

Error N/A

messages

Related Show ptp settings

commands Show ptp status

Show ptp port
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qos highest-priority

Use the qos highest-priority interface configuration command on the switch to set the Port Priority of the
ingress frames to "High” queues of the Ethernet ports/Trunks. Use the no form of this command to return to
the default.

Commands
qos highest-priority
no qos highest-priority

Syntax qos Configure QoS
Description highest-priority Enable port highest priority queue
Defaults N/A

Command Interface configuration

Modes

Usage N/A

Guidelines

Examples EDS-518A(config-if)# gos highest-priority
Error Cannot configure on trunk member port 1/1!
messages

Related show qos

commands

qos default-cos

Use the qos default-cos interface configuration command on the switch to configure the default CoS priority
of the Ethernet ports/Trunks. Use the no form of this command to return to the default.

Commands

qos default-cos cos-value
no qos default-cos

Syntax qos Configure QoS

Description default-cos Configure Default CoS of each port
cos-value CoS value (0 to 7)

Defaults Default CoS value is 3

Command Interface configuration

Modes

Usage N/A

Guidelines

Examples PT-7828 (config-if)# gos default-cos

<UINT:cos> - CoS value (0 to 7)

Error Cannot configure on trunk member port 1/1!

messages

Related show qos

commands
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Commands

gos

qos

inspect

Use the qos inspect global/interface configuration command on the switch to enable the inspect criteria. Use
the no form of this command to disable it.

Commands

qos inspect dscp module_id
no qos inspect dscp module_id
qos inspect cos

no qos inspect cos

Syntax qos Configure QoS
Description Inspect Configure inspection criteria
dscp Enable DSCP inspection
module_id Module ID from 1 to 4
cos Enable CoS inpsection of each port
Defaults N/A
Command Global configuration
Modes Interface configuration
Usage In product with 88E6095, the “qos inspect dscp” command is configured in interface
Guidelines configuration mode.
In product with BCM5650, the “qos inspect dscp” command is configured in global
configuration mode with module index.
Examples PT-7828 (config) # gos inspect
dscp - Enable DSCP inspection
PT-7828 (config-if) # gos inspect
cos - Enable CoS inpsection of each port
Error Cannot configure on trunk member port 1/1!
messages
Related show qos
commands

mapping

Use the qos mapping global configuration command on the switch to configure the CoS and DSCP mappings.
Use the no form of this command to return to the default.

Commands

qos mapping cos-to-queue cos-value queue
no qos mapping cos-to-queue

qos mapping dscp-to-cos dscp-value cos-value
no qos mapping dscp-to-cos

qos mapping dscp-to-queue dscp-value queue
no qos mapping dscp-to-queue

Syntax
Description

qos

Configure QoS

mapping

Configure QoS mapping

cos-to-queue

CoS to traffic queue

cos-value

CoS value (0 to 7)

queue

Traffic queue

dscp-to-cos

DSCP to CoS mapping

dscp-value

DSCP value (0 to 63)

dscp-to-queue

DSCP to traffic queue
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Commands

gos

Defaults Cos (queue): 0 (0), 1(0), 2(1), 3(1), 4(2), 5(2), 6(3), 7(3)
DSCP(Cos): 0-7(0), 8-15(1), 16-23(2), 24-31(3), 32-39(4), 40-47(5), 48-55(6), 56-63(7)
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # gos mapping cos-to-queue 7
<UINT:queue> - Traffic queue
PT-7828 (config)# gos mapping cos-to-queue 7 3
PT-7828 (config) # gos mapping dscp-to-cos 23
<UINT:cos> - CoS wvalue (0 to 7)
PT-7828 (config)# gos mapping dscp-to-cos 23 7
Error Invalid parameter. CoS value must be 0 to 7 and queue number must be 0 to 3
messages Invalid parameter. CoS value must be 0 to 7 and DSCP value must be 0 to 63
Related show qgos
commands

mode

Use the qos mode global configuration command on the switch to configure the current QoS strategy. Use the
no form of this command to return to the default.

Commands

qos mode { weighted-fair | strict }

no qos mode

Syntax qos Configure QoS
Description mode Configure queuing mechanism
weighted-fair Weighted fair queuing
strict Strict queuing
Command Global configuration
Modes
Usage N/A
Guidelines
Examples PT-7828 (config) # gos mode
weighted-fair - Weighted fair queuing
strict - Strict queuing
Error N/A
messages
Related show qos
commands

Use quit to quit the current configuration mode.

Commands

exit

Syntax
Description

quit Exit command line interface

Defaults

N/A

Command
Modes

N/A
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Usage N/A

Guidelines

Examples PT-7828 # quit
Error N/A

messages

Related Exit

commands

rate-limit

Use the rate-limit interface configuration command on the switch to configure the traffic rate allowed for the
specified port. Use the no form of this command to return to the default. For Marvell 88E6095 chipsets, use
rate-limit ingress rate to set the ingress rate limiting, for Broadcom chipsets, use rate-limit ingress
percentage to set the ingress rate limiting.

Commands

rate-limit { ingress | egress } percentage percentage

no rate-limit { ingress | egress }

rate-limit ingress rate { none | 128k | 256k | 512k | 1M | 2M | 4M | 8M }
rate-limit ingress mode { bcast | bcast-mcast | bcast-mcast-dif | all }

rate-limit mode {normal | port-disable}

rate-limit normal { ingress | egress } percentage percentage

no rate-limit normal { ingress | egress }

rate-limit normal ingress rate { none | 128k | 256k | 512k | 1M | 2M | 4M | 8M }
rate-limit normal ingress mode { bcast | bcast-mcast | bcast-mcast-dif | all }
rate-limit port-disable period period

rate-limit port-disable i