
Software Release Note

Software Name:

1.6 N/A

    Windows 7 x64

    Windows 7 x86

    Windows 2008 x64

    Windows 2008 x86

    Windows 2000

    Windows 2003 x64

    Windows 2003 x86

    Windows Vista x64

    Windows Vista x86

    Windows XP x64

    Windows XP x86

 C104H Series

C104H/PCI Series

C168H Series

C168H/PCI

C218Turbo

C218Turbo/PCI

C320Turbo

C320Turbo (PCI Express)

C320Turbo/PCI

CI-104J

CI-132 Series

CI-134 Series

CN2510 Series

CN2610/CN2650 Series

CP-102E

CP-102E/CP-102EL

CP-102U/CP-102UL Series

CP-102UF Series

CP-104EL

CP-104EL-A

CP-104JU

CP-104UL

CP-112UL/CP-112UL-I Series

CP-114 Series

CP-114EL/CP-114EL-I

CP-114UL/CP-114UL-I Series

CP-118EL

1. Add byte transmit / receive counter in PComm

Terminal.

2. PComm Terminal support paste clipboard

content to terminal.

N/A

1. Allow different version of PComm Lite 2000 to be installed on the

same PC.

2. Allow Performance Analyzer to store the previous configurations of

COM port list.

3. Allow PComm Terminal user to set history depth in ANSI and

VT100 mode.

1. PComm Terminal can't locate system file

ws2_32.dll in Windows 2000 as well as

Windows XP.

2. PComm Terminal can't stop to send pattern

independently and all sending will be stopped.

N/A
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